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Exp ing life

The unique, patented telescopic pole tensioning system integrated into the aluminium
frame not only gives the tent its iconic look, but also ensures ultimate wind resistance
and stability in all seasons and weather conditions. The innovative design allows for the
cotton fabric to be easily, quickly and, most importantly, tightly tensioned, preventing
flapping, even in strong winds. The tent easily withstands winds of 8 Bft.




The Vista's spacious front opening, combined with the
large windows, creates a phenomenal panoramic view
from inside the tent. Even at night you can enjoy a
magical view of the starry sky thanks to the large roof
window. The spacious interior, luxurious mattress with
anti-condensation mat underneath and the integrated
LED interior lighting complete the picture and ensure
every camper enjoys comfortable nights under the stars.
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The Hapro Vista can be expanded with a range of useful accessories. This range continues to expand.

For more information, scan the QR code or visit our website: www.vdlhapro.com/haprovista




SPECIFICATIONS

Dimensions & capacity

Sleeping capacity

Dimensions closed (LxWxH)
Dimensions opened (LxWxH)
Inside dimensions opened (LxWxH)
Maximum load

Opened and closed in 90 sec.

XL

4
218 x 134 x 35 cm
218 x 224 x 127 cm
207 x 220 x 110 cm
350 kg

v

2

218 x 134 x 35 cm
218 x 134 x 127 cm
207 x 130 x 110 cm
350 kg

v

Mattress size (LxW)
Material
Thickness

Anti-condensation mat

212 x 206 cm
Double-layered cold foam
55 mm

10 mm

212 x122 cm
Double-layered cold foam
55 mm

10 mm

Tent

Construction

Material outer tent

Material inner tent

Colour outer tent

Colour inner tent

Frame material

Zippers

Water column resistance

Tensioning system with aluminium
telescopic poles

Panoramic roof window with blackout blinds
Screens for all windows

Vents (front-, top- and both sides) equipped
with fine mesh screens

Integrated LED lighting inside,

USB-C connected

Equipped with organizer with 6 pockets
Foldable with sleeping bags and pillows
inside

Max. wind resistance opened*

Double layered cotton tent
Polycotton, lightweight, breathable,
235qrs

100% cotton, lightweight, breathable,
235 grs

Sand beige

Charcoal grey

Aluminium

Heavy-Duty YKK

>35cm

v

8 Bft / 34-40 kts

Double layered cotton tent
Polycotton, lightweight, breathable,
235 grs

100% cotton, lightweight, breathable,
235 grs

Sand beige

Charcoal grey

Aluminium

Heavy-Duty YKK

>35cm

v

8 Bft / 34-40 kts

* Hardshell facing the wind

SPECIFICATIONS XL

Base

Material Lightweight polypropylene
honeycomb panels with fiberglass skins
Thickness 20 mm
Aluminium frame all around v
Aluminium mounting rail for accessories v

Lightweight polypropylene

honeycomb panels with fiberglass skins
20 mm

v

v

Material High Impact UV Resistant ABS / ASA
Colour Sandblast Black Matt
Lockable v

High Impact UV Resistant ABS / ASA
Sandblast Black Matt
v

Telescopic ladder

Standard length max. 210 cm
Optional taller ladder max. 240 cm
Optional ladder extension 60 cm
Capacity 150 kg
Conform standard EN131 v

max. 210 cm
max. 240 cm
60 cm

150 kg

v

Weight & mounting

Net weight* 75 kg
Gross weight** 85 kg
Required car roof load min. 75 kg
Advised max. driving speed 130 km/h

Mounting system Uni-Fit roof tent clamps

Lockable v

62 kg

70 kg

min. 75 kg

130 km/h

Uni-Fit roof tent clamps

v

* Excl. ladder, mattress, organizer and anti-condensation mat

** Incl. ladder, mattress, organizer and anti-condensation mat

Made in the Netherlands v
All materials sourced in EU v
Equipped with protective cover for hardshell v
Warranty 3 years

3 years
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